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Contract title: 
DELIVERY AND INSTALLATION OF EQUIPMENT FOR INTERACTIVE EXHIBITION OF CULTURAL-HISTORICAL HERITAGE 
IN PALILULA

Publication reference : РД 02 – 29 – 273 / 22.11.2016. / PP2 / TD4
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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ref to documentation
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Evaluation Committee’s notes 

	1.
	Outdoor Videowall IP65 – 2 pieces

(Minimum size:  3800mmx2880 mm)
Detail technical specification is bellow!

The supply’s need to be delivered and installed in the following address:




Municipality of Palilula / Branka Radicevica Street no. 1 / 18000  City of Nis
	
	
	

	2.
	
	 
	
	


	Parameter
	Unit
	Value

	Pixel pitch 

	mm
	10

	Pixel configuration
	
	DIP346 1R1G1B

	Brightness    
	Nits
	7000

	Color temperature 


	Kelvin
	5000-9500 adjustable

	Viewing angle (Horizontal/Vertical) 
	
	Degree 120°/ 60°

	Module resolution 
	
	32×32

	Panel resolution 
	
	96×96

	Module dimension 


	mm(LxW)
	320×320

	Panel dimension 


	mm(WxHxD)
	960×960×165

	Pixel density 



	Dots/Sqm
	10000

	Cabinet material 
	
	Aluminum

	Panel weight 

	Kg/panel
	31

	Ingress protection

	(front/rear)
	IP IP65/IP65

	Display refresh rate 

	Hertz ≥
	2000

	Color
	
	68.7 Billon-281 Trillion

	Grey scale

	
	Bit 12-16

	Contrast ratio
	
	3000:1

	Scanning mode
	
	1/4

	Screen system
	
	Nova MSD300

	Recommended minimum viewing distance m
	
	10

	Operating temperate range Degree Celsius
	
	10 to 55

	Input voltage


	Vac
	100 to 240

	Input power frequency
	Hertz
	50/60

	Input power(max)
	Watts/Panel
	550

	Watts/Sqm
	
	597

	Lifetime(50% brightness) Hours 

	
	10000

	Panel signal input interface
	
	AV/CVBS/VGA/DVI/HDMI/SDI/DP

	Screen system interconnection 
	CAT5＜
	100m

	100m＜multi-mode optical fiber＜500m
	
	

	500m＜single mode optical fiber＜10km
	
	

	Panel mounting structure
	
	Fixed with 4pcs M10 bolts

	PC for play out control

	
	Core i2 workstation

	Software for content play out
	
	Video playlist manager

	Network Routher

	
	5 port

	Cables and connectors
	
	Power, video and network
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